
1) TERMINAL #1 -  (Main 12volt +dc power) - Connect the red wire with a 

2) TERMINAL #2 - 

RED 10-amp Fuse
    to terminal #1 and the battery positive terminal.  The fuse must be installed within 18” of the  
    battery and may be installed in the battery enclosure or compartment, provided this compartment is well 
    ventilated.

BLACK  (Ground 12volt -dc) - Connect the black wire to terminal #2 and the
    battery negative terminal.  Improper grounding will cause malfunctions.  Be sure ground is clean.
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OPERATION:

Turn the on / off switch to the on position, to activate.  This switch should be in the off position 
when the unit is not in use.

On the Key Fob, depress and hold button 1 to raise the trailer.  Depress and hold button 2 to 
lower the trailer.    

The switch mounted on the control box will function the same as the key fob buttons.  The 
tethered controler, which is usually supplied with the hydraulic pump, will also function to control 
the hydraulic system.  Installation of the tethered system is not required, and can be discarded.

See the diagram on the reverse page for further explanation of terminals.

POWER-UP, POWER-DOWN 
(Wiring for a 4 wire switch)

Note: Look at your factory wiring at the end of your up/down switch.
If you have 4 wires use these instructions.

PUMP WIRING - INSTALLATION PROCEDURE:
POWER-UP, GRAVITY-DOWN 
(Wiring for a 3 wire switch)

Note: Look at your factory wiring at the end of your up/down switch.
If you have 3 wires use these instructions.

3) TERMINAL #3 - ORANGE (Common)(12volt for pump up & down) 
    Connect terminal #3 (12volt output) to the trigger side of the
    pump solenoid switch.  This pin will show 12volts only when the
    trailer is being raised & lowered.  Follow the factory switch wiring.  
    The solenoid is the round part with many wires connected to it.
    Including the 12volt positive battery cable.  It will be the smaller of
    the two pins that the factory switch wiring is attached to.

4) TERMINAL #4 -  (12volt output to raise trailer)
    Connect terminal #4 (12volt output) to the UP side of the
    pump solenoid valve.  This will usually be a square box about 2”
    square.  It’s usually on the pump or near it.  It will have 1 or 2 wires
    on it.  (If the pump has only 1 square box valve, you have a single
    solenoid pump.  Please disregard this step and skip to terminal #5).
    Follow the factory switch wiring.  Hook up to the same wire that the
    factory switch is hooked up too.  This wire will show 12volts only 
    when the trailer is being raised.

5) TERMINAL #5 -  (12volt output to lower trailer)
    Connect terminal #5 (12volt output) to the DOWN side of the
    pump solenoid valve.  This will usually be a second square box 
    about 2” square.  It’s usually on the pump or near it.  It will have 1 or 
    2 wires on it.  Follow the factory switch wiring.  Hook up to the same 
    wire that the factory switch is hooked up too.  This wire will show 
    12volts only when the trailer is being lowered.

BLUE

GRAY

3) TERMINAL #3 - ORANGE (Common) - Not used
    If you have a harness, do not connect this wire.  Clip the end off and
    tape up the end with electrical tape.  If this wire touches any metal 
    when unit is activated the unit will short out.

4) TERMINAL #4 -  (12volt output to lift)
    Connect terminal #4 (12volt output) to the LIFT side of the
    pump solenoid switch.  This pin will show 12volts only when the
    trailer is being raised.  Follow the factory switch wiring.  
    The solenoid is the round part with many wires connected to it.
    Including the 12volt positive battery cable.  It will be the smaller of
    the two pins that the factory switch wiring is attached to.

5) TERMINAL #5 -  (12volt output to lower trailer)
    Connect terminal #5 (12volt output) to the DOWN side of the
    pump solenoid valve.  This will usually be a square box about 2” 
    square.  It’s usually on the pump or near it.  It will have 1 or 2 wires 
    on it.  Follow the factory switch wiring.  Hook up to the same wire 
    that the factory switch is hooked up too.  This wire will show 12volts 
    only when the trailer is being lowered.

BLUE

GRAY

Receiver
Key
Fob

BATTERY WIRING - INSTALLATION PROCEDURE:

* Patent 6,900,603

The receiver box should be located in an area where the switches will be accessible without the use of the wireless key fob.  
Mounting the receiver box within cabinetry works well.  However, if you are mounting the box within a steel compartment it is
recommended that you drill a hole in the steel and let the antenna hang out.  Typical range with the wireless key fob is 50-100ft,
depending on where the receiver box is mounted.  The receiver box and key fob / transmitter are water resistant.

All electrical connections that are made to the control box should be made with properly sized electrical ring connectors. All 
wiring should be routed in areas that will protect it from road hazards and sharp edges.  The receiver box should be installed so 
that the electrical connections are fully insulated and protected from objects that may come in contact with them causing an 
electrical short.  All connecting wires should be 14-gauge stranded copper wire.
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Function: 
When button 1 is depressed 

3 & 4 are powered with 12VDC.

When button 2 is depressed 
3 & 5 are powered with 12VDC.
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Dalton Bearing & Hydraulic
2633 Rutledge Pike
Blaine, TN  37709

Tele: 865-933-5031
Fax: 865-933-5377
www.daltonnet.com
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